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the 
farm has not had one or more oil spill  in the recent past

existing

This will require that all oil storage facilities and spill
controls such as secondary containment and overflow prevention procedures and/or
devices are installed, upgraded, and in proper order

Due to the complexity and thoroughness required in the SPCC Plan, serious consideration 
should be given to hiring a professional to write and certify the plan.   

SPCC Tips 

Adjacent and non-adjacent tracts of 
land (either leased or owned) may be 
considered separate facilities for SPCC 
purposes. Containers on separate 
facilities are not necessarily added 
together in the process of determining 
whether the 1,320- or 10,000-gallon 
applicability thresholds are met. 
However, if multiple tracts are covered 
by SPCC, an SPCC plan will be 
required for each tract. 

Nurse tanks, or tanks on skids or wheels, 
are classified as mobile tanks and are 

 
capacity.  They do not require dedicated 
secondary containment but should be 
positioned to prevent a discharge (e.g., 
away from ditches). 

In determining total stationary oil 
containment on a Farm, only count the 
containers that have a storage capacity 
of 55 gallons or more. 

One strategy for reducing the total 
reportable capacity for on-Farm oil 
storage capacity is to purchase new 
hydraulic and motor oil in containers 
smaller than 55 U.S. gallons. The 
smaller drums can be placed inside of 
existing 55 gallon drums to suitably 
provide secondary containment.  Waste 
oil can be stored in a similar fashion. 








